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INTRODUCTION

DEAR USERS,
we are pleased to present a new catalogue, which was carefully prepared and adapted to cover areas of project
work and construction industry. The catalog contains a selection of frequent system solutions that we have
designed from a wide range of HELIOS Group products. You can find products that are result of knowledge in
the coating industry, which has been developed in HELIOS Group for more than 100 years. Today in Helios,
more than 2,000 people make sure that you, our customers around the world, are satisfied with both the
products and our solutions and support.
HELIOS is one of the largest coating groups in the European market, so we can offer our customers numerous
customized products and solutions. The complete offer includes segments of decorative, wood, metal, car
refinishing and road coatings, as well as products for the chemical industry and synthetic resins. In 2017
HELIOS Group became a member of the global coatings group Kansai Paint. As part of one of the world's
leading paint and coating manufacturers, HELIOS is becoming a European center for innovation, research
and development, production and distribution. In addition to this, we are introducing principles of sustainable
development and care for the environment in all areas of our development and operation. This means that we
are also developing new products and solutions in order to reduce our consumption of resources and carbon
footprint. All companies in HELIOS Group operate in accordance with the highest environmental, industrial
and safety standards.
Dear users, we invite you to look through our catalogue and contact our experts, who will offer you the most
appropriate solutions for your project with their useful advice and experience. Our successful cooperation and
your ultimate satisfaction is what we all strive for in Helios and what will make us truly proud.
Sincerely,
David Kubala,
CEO of the HELIOS Group
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1.1 PAINTING INTERIOR WALL SURFACES
QUALITY
LEVEL

IMPREGNATION

ROUGH LEVELLING

FINE LEVELLING

TOP COAT

• SPEKTRA
acrylic impregnation

• SPEKTRA LEVEL ROUGH

• SPEKTRA LEVEL FINE

• SPEKTRA LATEX SEMI-MATT
• SPEKTRA LATEX MATT
• SPEKTRA PREMIUM

• SPEKTRA
acrylic impregnation

• SPEKTRA LEVEL MEDIUM
• SPEKTRA LEVEL FINE

• SPEKTRA Extra
• SPEKTRA SUPER

• COLOR EMULSION

• SPEKTRA LEVEL MEDIUM
• SPEKTRA LEVEL FINE

• SPEKTRA Classic Plus
• SPEKTRA Perfect White
• COLOR INTERIOR WALL PAINT

PREMIUM

STANDARD

ECONOMICAL

AUXILIARY PRODUCTS
• SPEKTRA DOMFLOK VARNISH GLOSS
• SPEKTRA DOMFLOK VARNISH SEMI-MATT
• SPEKTRA DOMFLOK VARNISH MATT

• SPEKTRA
DOMFLOK flakes

• NEOSTIK ACRYL SEALANT

WISE TIPS

If you want to additionally protect SPEKTRA LATEX MATT, you can achieve this with SPEKTRA DOMFLOK varnish,
by applying in one layer.
For the final protection of dark shades, we recommend mixing SPEKTRA DOMFLOK VARNISH MATT with
10 – 20 % SPEKTRA LATEX MATT, which you used as the base.
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1. INTERIOR WALLS

Impregnation

SPEKTRA acrylic impregnation

Evens out surface permeability and improves adhesion
INSTRUCTIONS FOR USE
•

penetrates deep into the surface

•

strengthens poorly bonded
and chalked old coatings

•

reduces the consumption
of top coatings

AREA OF for impregnation of lime and lime-cement
APPLICATION: surfaces, old chalked plasters and coatings, plastercardboard panels and other porous surfaces, also
used as a primer before levelling with an interior
putty or before applying the first coat of paint. It is
also used as a primer before applying SPEKTRA
facade paints.
CONSUMPTION: 1 l of thinned
impregnation covers 10 – 12 m² with 1 coat
THINNING: with water, in the ratio up to 1 : 3,
depending on surface permeability
PACKAGING UNITS: 1 l / 5 l / 10 l

COLOR EMULSION

COLOUR SHADES: colourless

Improves the paintwork effect
INSTRUCTIONS FOR USE
•

decreases surface absorbency

•

improves adhesion of new paint
and plaster

AREA OF for the impregnation of lime and lime-cement
APPLICATION: surfaces, old chalked plasters and coatings, plastercardboard panels and other porous surfaces.
CONSUMPTION: 1 l of thinned impregnation covers 8 – 12 m² of
surface in 1 coat
THINNING: with water, in the ratio up to 1 : 5, depending on
surface permeability
PACKAGING UNITS: 1 l
COLOUR SHADES:

colourless

Rough levelling

SPEKTRA LEVEL ROUGH

Ready-made rough levelling compound
INSTRUCTIONS FOR USE
•

suitable for manual application

•

strengthens the surface

•

high level of vapour permeability

AREA OF for smoothening and levelling of interior wall and
APPLICATION: ceiling surfaces. Suitable as the first levelling
coating for surfaces, such as mineral plasters and
concrete, which are consequently strengthened and
prepared for fine leveling with SPEKTRA interior
putty fine or for being painted with dispersion paints.
Leveling up to a thickness of 6 mm.
CONSUMPTION: 1.5 – 2 kg/m² is required for 1 × application up to
3 mm thick. Actual consumption depends on the
roughness of the substrate and thickness of the coating.
THINNING: with water if necessary
PACKAGING UNITS: 25 kg
COLOUR SHADES: white
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Fine levelling

SPEKTRA LEVEL MEDIUM

Ready-made medium fine levelling compound
INSTRUCTIONS FOR USE
•

it fills up the unevenness of
concrete and plastered walls better
and with lower shrinkage

•

easy sanding

•

easy application

•

suitable for manual
and machine application

AREA OF
APPLICATION:

CONSUMPTION:

THINNING:
PACKAGING UNITS:

smoothening and levelling out surfaces, such as mineral
plasters, concrete, plaster panels, and for levelling out
interior wall and ceiling surfaces painted with dispersion
paints. Leveling up to a thickness of 4 mm.
1.5 – 2 kg of putty is needed for 1m² (when applying
two coats in a total thickness of 2 mm).
Actual consumption depends on the roughness of the
substrate and thickness of the coating.
with water if necessary
25 kg

SPEKTRA LEVEL FINE

Ready-made levelling compound
INSTRUCTIONS FOR USE
•

suitable for manual and machine
application

•

easy treatment and sanding

•

high level of vapour permeability

AREA OF for smoothening and levelling out interior wall and
APPLICATION: ceiling surfaces (mineral plasters, concrete, plasterboards), and for levelling out interior wall paints painted with dispersion paints; highly recommended prior to
the application of decorative coatings (SPEKTRA DOMFLOK) and highly washable dispersion paints (SPEKTRA
LATEX). Leveling up to a thickness of 2 mm.
CONSUMPTION: 1.5 – 2 kg of putty is needed for 1m² (when applying
two coats in a total thickness of 2 mm). Actual
consumption depends on the roughness of the
substrate and thickness of the coating.
THINNING: with water if necessary
PACKAGING UNITS: 3.5 kg / 8 kg / 25 kg
COLOUR SHADES: white
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Top coat

SPEKTRA LATEX SEMI-MATT

High-quality paint for high-wear surfaces in hospitals and public institutions
INSTRUCTIONS FOR USE
•

resistant to wet wiping washability class 1 (EN 13 300)

•

easy to clean

•

resistance to disinfectants

•

resistant to chemicals

AREA OF painting and the protection of all types of putty,
APPLICATION: plaster-cardboard panels, all types of carpets and
old coatings. It is recommended for use in health
institutions and on surfaces subject to frequent
cleaning (stairways, kindergartens, schools), where
walls are cleaned very often.
CONSUMPTION: 1 l covers 14 – 18 m² of surface in 1 coat
THINNING: with water; max. 10 %
PACKAGING UNITS: 2 l / 5 l / 10 l
COLOUR SHADES: white, HGMIX (pastel shades)

SPEKTRA LATEX MATT

High-quality paint for high-wear surfaces and wall decoration
INSTRUCTIONS FOR USE
•

resistant to wet wiping washability class 2 (EN 13 300)

•

easy to clean

•

resistant to chemicals

•

over 1000 shades - HGMIX

AREA OF for painting all types of mineral plasters, fiberAPPLICATION: cement panels, concrete, plaster-cardboard panels,
wall papers made of glass fibers, paper relief
wallpapers and old coatings, hallways, lobbies,
staircases (in kindergartens, school, hospitals) and
other spaces.
CONSUMPTION: 1 l covers 14 – 18 m² of surface in 1 coat
THINNING: with water; max. 5 %
PACKAGING UNITS: 1 l / 2 l / 5 l / 10 l / 15 l (base B1)
COLOUR SHADES: white, HGMIX

SPEKTRA PREMIUM
Resistant to wet wiping

INSTRUCTIONS FOR USE
•

excellent hiding power

•

resistant to wet wiping washability class 2 (EN 13 300)

•

over 10.000 shades - HGMIX

•

health- and environmentally
friendly

AREA OF for painting all types of mineral plasters, fibreAPPLICATION: cement panels, concrete, plaster-cardboard panels,
wallpapers made of glass fibres, paper relief
wallpapers and old coatings.
CONSUMPTION: 1 l covers 10 – 14 m² of surface in 1 coat
THINNING: with water from 5 to 10 %
PACKAGING UNITS: white: 15 l
HGMIX: 2 l / 5 l / 10 l / 15 l
COLOUR SHADES: white, HGMIX
TINTING: with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting.
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SPEKTRA Extra

Extreme hiding power wall paint
INSTRUCTIONS FOR USE
•

excellent hiding power,
matt appearance

•

nice, smooth colour film

•

resistant to wet wiping washability class 3 (EN 13 300)

•

easy to apply

•

high vapor permeability

•

health- and environmentally friendly

•

over 10.000 shades - HGMIX

AREA OF for painting all types of mineral plasters, fibreAPPLICATION: cement panels, concrete, plaster-cardboard panels,
wall papers made of glass fibres, paper relief
wallpapers and old coatings.
CONSUMPTION: 1 l covers 10 – 14 m² of surface in 1 coat
THINNING: with water from 5 to 10 %
PACKAGING UNITS: HGMIX: 2 l / 5 l / 10 l / 15 l (B1)
COLOUR SHADES: white, HGMIX
TINTING: with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting.

SPEKTRA SUPER

high level of hiding power, snow white
INSTRUCTIONS FOR USE
•

coverage possible with one coat
only, depending on the surface

•

health- and environmentally
friendly paint

•

suitable for the frequent renovation
of wall surfaces

•

high level of vapour permeability

AREA OF for painting all types of mineral plasters, fibreAPPLICATION: cement panels, concrete, plaster-cardboard panels,
wall papers made of glass fibres, paper relief
wallpapers and old coatings.
CONSUMPTION: 1 l covers 8 – 12 m² of surface in 1 coat
THINNING: with water to up to 15 %
PACKAGING UNITS: 15 l
TINTING: with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting.
COLOUR SHADES: white

SPEKTRA Classic Plus

Extreme hiding power wall paint
INSTRUCTIONS FOR USE
•

easy to use

•

high vapor permeability

•

resistant to dry wiping

•

extremely matte

•

several thousand pastel shades HGMIX

•

suitable for frequent renovation of
interior wall and ceiling surfaces

AREA OF for painting all types of mineral plasters, fibreAPPLICATION: cement panels, concrete, plaster-cardboard panels,
wall papers made of glass fibres, paper relief
wallpapers and old coatings.
CONSUMPTION: 1 l covers 8 – 12 m² of surface in 2 coats
THINNING: with water up to 15 %
PACKAGING UNITS: 2 l / 5 l / 10 l / 15 l
COLOUR SHADES: white, HGMIX
TINTING: with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting; HGMIX: several thousand pastel shades.
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SPEKTRA Perfect White

Extremely white, high covering color
INSTRUCTIONS FOR USE
AREA OF
APPLICATION:

•

extremely white coat

•

extreme hiding power

•

suitable for frequent renovations
of wall surfaces

•

resistant to dry wiping washability class 5 (EN 13 300)

•

high vapour permeability

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

for painting all types of mineral plasters, fibrecement panels, concrete, plaster-cardboard panels,
wallpapers made of glass fibres, paper relief wall
papers and old coatings
1 l covers 8 – 12 m² of surface in 1 coat
with water up to 10 %
5 l / 15 l
white

COLOR INTERIOR WALL PAINT
Interior coverage wall paint

INSTRUCTIONS FOR USE
•

health- and environmentally
friendly paint

•

suitable for a frequent
renovation wall surfaces

•

easy application

•

high vapour permeability

•

resistance to dry wiping

AREA OF for painting all types of mineral plasters, fibreAPPLICATION: cement panels, concrete, plaster-cardboard panels,
wallpapers made of glass fibres, paper relief wall
papers and old coatings
CONSUMPTION: 1 l covers 8 – 12 m2 of surface in 1 coat
THINNING: with water to up to 15 %
PACKAGING UNITS: 5 l / 14 l
COLOUR SHADES: white, HGMIX: pastel shades according to the BASIC
ii
colour chart

ii
ii
ii

ii
ii
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Auxiliary products

SPEKTRA DOMFLOK VARNISH GLOSS
Glossy appearance of the coating

INSTRUCTIONS FOR USE
•

transparent film

•

high level of washability

AREA OF for protection of high-wear interior wall surfaces
APPLICATION: painted with dispersion paints in foyers, hallways,
lobbies, staircases (kindergartens, schools, hospitals)
and in other rooms.
CONSUMPTION: 1 l covers 6 – 8 m² of surface in 1 coat
THINNING: ready for use
PACKAGING UNITS: 1 l / 2 l
COLOUR SHADES: transparent

SPEKTRA DOMFLOK VARNISH SEMI-MATT
Easy to clean with non-abrasive detergents

INSTRUCTIONS FOR USE
•

silky appearance of the coating

•

transparent film

•

high level of washability

•

high level of washability
(EN 13 300 - class 1)

AREA OF for protection of high-wear interior wall surfaces
APPLICATION: painted with dispersion paints in foyers, hallways,
lobbies, staircases (kindergartens, schools, hospitals)
and in other rooms.
CONSUMPTION: 1 l covers 6 – 8 m² of surface in 1 coat
THINNING: ready for use
PACKAGING UNITS: 0.65 / 2 l / 15 l
COLOUR SHADES: transparent

SPEKTRA DOMFLOK VARNISH MATT
High-quality protection of dark shades

INSTRUCTIONS FOR USE
•

matt appearance of the coating

•

transparent film

•

high level of washability

•

high level of washability
(EN 13 300 – class 1)

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:
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for protection of dark colour shades on heavily
exposed and dispersion paint covered surfaces on
internal walls in foyers, hallways, lobbies, stairways
(in kindergartens, schools, hospitals).
1 l covers 6 – 8 m² of surface in 1 coat
ready for use
1l / 2 l
transparent
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NEOSTIK ACRYL SEALANT
Sealant on an acrylic base

INSTRUCTIONS FOR USE
•

good workability

•

does not change colour

•

can be painted

•

UV+

•

solvent-free

AREA OF sealing contacts between walls, plaster panels and
APPLICATION: concrete elements, and for sealing joints when
installing windows and doors. Suitable for repairing
and filling cracks in plaster and masonry, for closing
joints between shelves and walls, and shutter casings.
Excellent adhesion to: concrete, plaster, plaster
panels, brick, wood, foam concrete, ceramic tiles,
PVC and aluminum.
PACKAGING UNITS: 280 ml
COLOUR SHADES: white

SPEKTRA DOMFLOK flakes

Color flakes for a richer appearance
INSTRUCTIONS FOR USE
•

component of a multi-colored
decorative system

•

numerous colour combinations

AREA OF mixing in with SPEKTRA DOMFLOK VARNISH for the
APPLICATION: decoration of interior wall surfaces in halls, lobbies,
waiting rooms, staircases in public and residential
buildings.
CONSUMPTION: 50 – 75 g of flakes is sufficient for 1 l of the
SPEKTRA DOMFLOK
PACKAGING UNITS: 50 g
COLOUR SHADES: 13 colour shades
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1.2 PAINTING INTERIOR CONCRETE SURFACES
QUALITY
LEVEL

IMPREGNATION

SMOOTHING

FINE LEVELLING

TOP COAT

• SPEKTRA acrylic impregnation

• SPEKTRA LEVEL ROUGH

• SPEKTRA LEVEL FINE

• SPEKTRA
2K epoxy paint for concrete
• SPEKTRA
ACRYLIC PAINT FOR CONCRETE

• SPEKTRA LEVEL MEDIUM
• SPEKTRA LEVEL FINE

• SPEKTRA
ACRYLIC PAINT FOR CONCRETE

PREMIUM

STANDARD

• SPEKTRA
acrylic impregnation

ECONOMICAL

• SPEKTRA
acrylic impregnation

• SPEKTRA
ACRYLIC PAINT FOR CONCRETE
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Impregnation

SPEKTRA acrylic impregnation

Evens out surface permeability and improves adhesion
INSTRUCTIONS FOR USE
•

penetrates deep into the
surface

•

strengthens poorly bonded
and chalked old coatings

•

reduces the consumption
of top coatings

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

for impregnation of lime and lime-cement
surfaces, old chalked plasters and coatings, plastercardboard panels and other porous surfaces, also used
as a primer before levelling with an interior putty or before
applying the first coat of paint. It is also used as a primer
before applying SPEKTRA facade paints.
1 l of thinned impregnation covers
10 – 12 m² with 1 coat
with water, in the ratio up to 1 : 3,
depending on surface permeability
1 l / 5 l / 10 l
colourless

Smoothing

SPEKTRA LEVEL ROUGH

Ready-made rough levelling compound
INSTRUCTIONS FOR USE
•

suitable for manual
application

•

strengthens the surface

•

high level of vapour
permeability

AREA OF for smoothening and levelling of interior wall and ceiling
APPLICATION: surfaces. Suitable as the first levelling coating for
surfaces, such as mineral plasters and concrete, which
are consequently strengthened and prepared for fine
leveling with SPEKTRA interior putty fine or for being
painted with dispersion paints. Leveling up to a thickness
of 6 mm.
CONSUMPTION: 1.5 – 2 kg/m² is required for 1 × application up to 3 mm
thick. Actual consumption depends on the roughness of
the substrate and thickness of the coating.
THINNING: with water if necessary
PACKAGING UNITS: 25 kg
COLOUR SHADES: white
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Fine levelling

SPEKTRA LEVEL FINE

Ready-made levelling compound
INSTRUCTIONS FOR USE
•

suitable for manual and machine
application

•

easy treatment and sanding

•

high level of vapour permeability

AREA OF for smoothening and levelling out interior wall
APPLICATION: and ceiling surfaces (mineral plasters, concrete,
plasterboards), and for levelling out interior wall paints
painted with dispersion paints; highly recommended
prior to the application of decorative coatings
(SPEKTRA DOMFLOK) and highly washable dispersion
paints (SPEKTRA LATEX). Leveling up to a thickness
of 2 mm.
CONSUMPTION: 1.5 – 2 kg of putty is needed for 1m² (when applying
two coats in a total thickness of 2 mm). Actual
consumption depends on the roughness of the
substrate and thickness of the coating
THINNING: with water if necessary
PACKAGING UNITS: 3.5 kg / 8 kg / 25 kg
COLOUR SHADES: white

SPEKTRA LEVEL MEDIUM

Ready-made medium fine levelling compound
INSTRUCTIONS FOR USE
•

it fills up the unevenness of
concrete and plastered walls better
and with lower shrinkage

•

easy sanding

•

easy application

•

suitable for manual
and machine application

AREA OF
APPLICATION:

CONSUMPTION:

THINNING:
PACKAGING UNITS:
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smoothening and levelling out surfaces, such as
mineral plasters, concrete, plaster panels, and for
levelling out interior wall and ceiling surfaces painted
with dispersion paints. Leveling up to a thickness of
4 mm.
1.5 – 2 kg of putty is needed for 1m² (when applying two
coats in a total thickness of 2 mm). Actual consumption
depends on the roughness of the substrate and thickness
of the coating.
with water if necessary
25 kg
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Top coat

SPEKTRA 2K epoxy paint for concrete

Health- and environmentally friendly two-component epoxy paint
INSTRUCTIONS FOR USE
•

CO2 impermeability and resistance
to water absorption

•

high mechanical and chemical
resistance (fuel, motor oils,
solvents, acids and bases, cleaning
agents)

•

low dirt absorption and easy
maintenance

AREA OF for concrete and other cement floor and wall surfaces
APPLICATION: in the food industry, laboratories, garages, workshops
and warehouses, if the strain does not require the
installation of high-resistance industrial pavements.
CONSUMPTION: 1 kg covers 6 – 8 m² of surface in 1 coat
THINNING: option to thin the prepared mixture up to 10 %
PACKAGING UNITS: 10 kg, component A / 10 kg component B
(mixing ratio 1:1)
COLOUR SHADES: bela, RAL 7040

WHITE

RAL 7040

SPEKTRA ACRYLIC PAINT FOR CONCRETE

1K protection of concrete surfaces with CO² impermeability
INSTRUCTIONS FOR USE
•

one-component, water-soluble

•

easy to apply

•

resistant to water absorption

•

good mechanical and chemical
resistance

•

easy maintenance

AREA OF for concrete and other cement and lime-cement floor
APPLICATION: and wall surfaces – concrete pavements in cellars,
boiler rooms, base courses, staircases and other
exterior concrete surfaces.
CONSUMPTION: 1 l covers 6 – 8 m² of surface in 1 coat
THINNING: with water to up to 5 %
PACKAGING UNITS: 0.65 l / 2 l / 4 l / 10 l
HGMIX: 2 l / 4 l
TINTING: mixing of warm colour shades in
an optional ratio
COLOUR SHADES: white and 5 standard colour shades

1
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1.3 RENOVATION DUE TO MOLD
QUALITY
LEVEL

DESTROYING MOLD

IMPREGNATION

SMOOTHING

TOP COAT

• SPEKTRA
biocide agent SANITOL

• SPEKTRA acrylic
impregnation

• SPEKTRA
INTERIOR PUTTY - TERMO
• SPEKTRA LEVEL FINE
• SPEKTRA LEVEL MEDIUM

• SPEKTRA Termo Top
• SPEKTRA LATEX SEMI-MATT
• SPEKTRA PREMIUM
• SPEKTRA ANTIMICROBIAL PAINT

on demand

on demand

• SPEKTRA acrylic
impregnation

• SPEKTRA LEVEL MEDIUM
• SPEKTRA LEVEL FINE

PREMIUM

STANDARD

• SPEKTRA biocide
agent SANITOL

• SPEKTRA Kitchen & Bathroom
• SPEKTRA Extra
• SPEKTRA SUPER

on demand

ECONOMICAL

• SPEKTRA biocide
agent SANITOL

• SPEKTRA acrylic
impregnation

• SPEKTRA Classic Plus
• SPEKTRA Perfect White

AUXILIARY
PRODUCTS
• SPEKTRA THINNER FOR
ANTINICOTINE PAINT

• SPEKTRA Protection
against mould ZP

WISE TIPS

We recommend adding SPEKTRA protection against mold to the above mentioned water-based wall paints, as additional
mold protection. This is not necessary for SPEKTRA TermoTop, Antimicrobic and Kitchen & Bathroom paints, which
already contain protection against mold.
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Destroying mold

SPEKTRA biocide agent SANITOL

Quick and effective action against mold and algae
INSTRUCTIONS FOR USE
•

for interior and exterior
wall surfaces

•

water-soluble

AREA OF for the restoration of interior and exterior wall surfaces
APPLICATION: infested by mould and algae (plasters, concrete,
fibre-cement panels, plaster panels, and wall surfaces
painted with dispersion paints), and for the destruction
of house fungus on wooden surfaces.
CONSUMPTION: 1 l of thinned impregnation covers 5 – 10 m²
of surface in 1 coat
THINNING: with water up to 1 : 4
PACKAGING UNITS: 0.5 l / 1 l
COLOUR SHADES: transparent, slightly yellowish

Impregnation

SPEKTRA acrylic impregnation

Evens out surface permeability and improves adhesion
INSTRUCTIONS FOR USE
•

penetrates deep into the surface

•

strengthens poorly bonded
and chalked old coatings

•

reduces the consumption
of top coatings

AREA OF for impregnation of lime and lime-cement
APPLICATION: surfaces, old chalked plasters and coatings, plastercardboard panels and other porous surfaces, also
used as a primer before levelling with an interior putty
or before applying the first coat of paint. It is also used
as a primer before applying SPEKTRA facade paints.
CONSUMPTION: 1 l of thinned impregnation covers
10 – 12 m² with 1 coat
THINNING: with water, in the ratio up to 1 : 3,
depending on surface permeability
PACKAGING UNITS: 1 l / 5 l / 10 l
COLOUR SHADES: colourless
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Smoothing

SPEKTRA INTERIOR PUTTY - TERMO
For overcoming thermal bridges

INSTRUCTIONS FOR USE
•

decreases the cost of heating/
cooling energy sources

•

prevents the formation of
condensation and mould

•

creates healthy living conditions

•

long-lasting effect

•

easy to apply

AREA OF a functional priming coat based on hollow glass
APPLICATION: spheres which effectively block the loss of heat
through internal wall and ceiling surfaces. Most
effective in a system with a SPEKTRA Termo top
finish. But any interior wall paint from the SPEKTRA
brand can be used for the finishing coat.
CONSUMPTION: 1 l/m² required for a 2-coat application
THINNING: not required
PACKAGING UNITS: 5 l / 15 l
COLOUR SHADES: white

SPEKTRA LEVEL MEDIUM

Ready-made medium fine levelling compound
INSTRUCTIONS FOR USE
•

it fills up the unevenness of
concrete and plastered walls
better and with lower shrinkage

•

easy sanding

•

easy application

•

suitable for manual
and machine application

AREA OF
APPLICATION:

CONSUMPTION:

THINNING:
PACKAGING UNITS:
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smoothening and levelling out surfaces, such as
mineral plasters, concrete, plaster panels, and for
levelling out interior wall and ceiling surfaces painted
with dispersion paints. Leveling up to a thickness of
4 mm.
1.5 – 2 kg of putty is needed for 1m² (when applying two
coats in a total thickness of 2 mm). Actual consumption
depends on the roughness of the substrate and thickness
of the coating.
with water if necessary
25 kg
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SPEKTRA LEVEL FINE

Ready-made levelling compound
INSTRUCTIONS FOR USE
•

suitable for manual or machine
application

•

easy treatment and sanding

•

high level of vapour permeability

AREA OF for smoothening and levelling out interior wall and ceilAPPLICATION: ing surfaces (mineral plasters, concrete, plasterboards),
and for levelling out interior wall paints painted with dispersion paints; highly recommended prior to the application of decorative coatings (SPEKTRA DOMFLOK) and
highly washable dispersion paints (SPEKTRA LATEX).
Leveling up to a thickness of 2 mm.
CONSUMPTION: 1.5 – 2 kg of putty is needed for 1m² (when applying
two coats in a total thickness of 2 mm). Actual
consumption depends on the roughness of the
substrate and thickness of the coating.
THINNING: with water if necessary
PACKAGING UNITS: 3.5 kg / 8 kg / 25 kg
COLOUR SHADES: white

Top coat

SPEKTRA Termo Top

High-coverage, thermal insulation interior wall paint
INSTRUCTIONS FOR USE
•

contains hollow fillers which form
a thermal barrier, thanks to which
the surface is warmer and more
pleasant to the touch

•

saves energy for heating,
cooling and lighting spaces

•

regulates moisture in the room

•

prevents the growth of mold

AREA OF for painting all types of mineral plasters, fibre-cement
APPLICATION: panels, concrete, plaster-cardboard panels, wall
papers made of glass fibres, paper relief wallpapers
and old coatings.
CONSUMPTION: 1 l covers 6 – 8 m² of wall surface in 1 coat
THINNING: with water to up to 5 %
PACKAGING UNITS: 5 l
COLOUR SHADES: white, HGMIX

SPEKTRA LATEX SEMI-MATT

High-quality paint for high-wear surfaces in hospitals and public institutions
INSTRUCTIONS FOR USE
•

resistant to wet wiping washability class 1 (EN 13 300)

•

easy to clean

•
•

AREA OF painting and the protection of all types of putty,
APPLICATION: plaster-cardboard panels, all types of carpets and
old coatings. It is recommended for use in health
institutions and on surfaces subject to frequent
cleaning (stairways, kindergartens, schools), where
walls are cleaned very often.

resistance to disinfectants
resistant to chemicals

CONSUMPTION: 1 l covers 14 – 18 m² of surface in 1 coat
THINNING: with water; max. 10 %
PACKAGING UNITS: 2 l / 5 l / 10 l
COLOUR SHADES: white, HGMIX (pastel shades)
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SPEKTRA Kitchen & Bathroom

Special interior wall paint for rooms where more steam is generated
INSTRUCTIONS FOR USE
•

biocide protection of film

•

prevents the formation
of condensation

•

prevents mould

•

pleasant smell - pine tree

•

excellent hiding power

•

resistant to dry wiping washability class 5 (EN 13 300)

AREA OF for kitchens, bathrooms, laundry rooms, drying
APPLICATION: rooms etc., in which increased steam can cause the
development of harmful microorganisms
CONSUMPTION: 1 l covers 8 – 12 m² of surface in 1 coat
THINNING: with water to up to 10 %
PACKAGING UNITS: 2 l / 5 l
COLOUR SHADES: white

SPEKTRA PREMIUM
Resistant to wet wiping

INSTRUCTIONS FOR USE
•

excellent hiding power

•

resistant to wet wiping washability class 2 (EN 13 300)

•

over 10.000 shades - HGMIX

•

health- and environmentally friendly

AREA OF for painting all types of mineral plasters, fibreAPPLICATION: cement panels, concrete, plaster-cardboard panels,
wallpapers made of glass fibres, paper relief
wallpapers and old coatings.
CONSUMPTION: 1 l covers 10 – 14 m² of surface in 1 coat
THINNING: with water from 5 to 10 %
PACKAGING UNITS: white: 15 l
HGMIX: 2 l / 5 l / 10 l / 15 l
COLOUR SHADES: white, HGMIX
TINTING: with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting.

SPEKTRA ANTIMICROBIAL PAINT
Excellent antimicrobial action

INSTRUCTIONS FOR USE
•

excellent insulation of
water-soluble stains

•

resistant to wet wiping washability class 2 (EN 13 300)

AREA OF for painting all types of mineral plasters, fibre-cement
APPLICATION: panels, concrete, plaster-cardboard panels, wall
papers made of glass fibres, paper relief wall papers
and old coatings in the rooms with an increased
danger for the development of mould and algae (food
industry and crafts facilities: restaurants, dairies,
breweries, bakeries, canteens, etc.).
CONSUMPTION: 1 l covers 8 – 10 m² of surface in 1 coat
THINNING: ready for use
PACKAGING UNITS: 20 l
COLOUR SHADES: white
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SPEKTRA Extra

Extreme hiding power wall paint
INSTRUCTIONS FOR USE
AREA OF for painting all types of mineral plasters, fibre-cement
APPLICATION: panels, concrete, plaster-cardboard panels, wall
papers made of glass fibres, paper relief wallpapers
and old coatings.

•

excellent hiding power,
matt appearance

•

nice, smooth colour film

•

resistant to wet wiping washability class 3 (EN 13 300)

•

easy to apply

•

high vapor permeability

•

health- and environmentally friendly

•

over 10.000 shades - HGMIX

CONSUMPTION: 1 l covers 10 – 14 m² of surface in 1 coat
THINNING: with water from 5 to 10 %
PACKAGING UNITS: HGMIX: 2 l / 5 l / 10 l / 15 l (B1)
COLOUR SHADES: white, HGMIX
TINTING: with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting.

SPEKTRA SUPER

High level of hiding power, snow white
INSTRUCTIONS FOR USE
AREA OF for painting all types of mineral plasters, fibre-cement
APPLICATION: panels, concrete, plaster-cardboard panels, wall
papers made of glass fibres, paper relief wallpapers
and old coatings.

•

coverage possible with one coat
only, depending on the surface

•

health- and environmentally
friendly paint

•

suitable for the frequent renovation
of wall surfaces

•

high level of vapour permeability

CONSUMPTION: 1 l covers 8 – 12 m² of surface in 1 coat
THINNING: with water to up to 15 %
PACKAGING UNITS: 15 l
TINTING: with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting.
COLOUR SHADES: white

SPEKTRA Classic Plus

Extreme hiding power wall paint
INSTRUCTIONS FOR USE
AREA OF for painting all types of mineral plasters, fibre-cement
APPLICATION: panels, concrete, plaster-cardboard panels, wall
papers made of glass fibres, paper relief wallpapers
and old coatings.

•

easy to use

•

high vapor permeability

•

resistant to dry wiping

•

extremely matte

•

several thousand pastel shades HGMIX

•

suitable for frequent renovation of
interior wall and ceiling surfaces

CONSUMPTION: 1 l covers 8 – 12 m² of surface in 2 coats
THINNING: with water up to 15 %
PACKAGING UNITS: 2 l / 5 l / 10 l / 15 l
COLOUR SHADES: white, HGMIX
TINTING: with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting; HGMIX: several thousand pastel shades.
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SPEKTRA Perfect White

Extremely white, high covering colour
INSTRUCTIONS FOR USE
•

extremely white coat

•

extreme hiding power

•

suitable for frequent renovations
of wall surfaces

•

resistant to dry wiping washability class 5 (EN 13 300)

•

high vapor permeability

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

painting all types of mineral plasters, fibre-cement
panels, concrete, plaster-cardboard panels,
wallpapers made of glass fibres, paper relief
wallpapers and old coatings
1 l covers 8 – 12 m² of surface in 1 coat
with water up to 10 %
5 l / 15 l
white

Auxiliary products

SPEKTRA Protection against mold ZP

Paint additive for long-lasting protection against mold and algae
INSTRUCTIONS FOR USE
•

additive for dispersion paints
of all types

•

water-based

AREA OF for interior and exterior wall surfaces, which are
APPLICATION: infested by mould, or as prevention against the growth
of mould and algae
CONSUMPTION: 1 l of the solution is sufficient for 15 l
of dispersion paint
THINNING: mixing with dispersion paint
PACKAGING UNITS: 1 l
COLOUR SHADES: white, non-transparent liquid
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For more information
see the brochure
Decorative techniques
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1.4 DECORATIVE TECHNIQUES
TECHNIQUES

IMPREGNATION

ROUGH LEVELLING

FINE LEVELLING

PRIMING COAT

TOP COAT

• SPEKTRA acrylic
impregnation

• SPEKTRA LEVEL ROUGH

• SPEKTRA LEVEL FINE

• SPEKTRA DECOR
grund

• SPEKTRA DECOR TOPAZ
• SPEKTRA DECOR QUARZ

• SPEKTRA acrylic
impregnation

• SPEKTRA LEVEL ROUGH

• SPEKTRA LEVEL FINE

• SPEKTRA LATEX MATT

• SPEKTRA DOMFLOK VARNISH GLOSS
• SPEKTRA DOMFLOK VARNISH SEMI-MATT
• SPEKTRA DOMFLOK VARNISH MATT
• SPEKTRA DOMFLOK VARNISH PEARL

• SPEKTRA acrylic
impregnation

• SPEKTRA LEVEL ROUGH

• SPEKTRA LEVEL FINE

• SPEKTRA DECOR
RUST/COPPER +
SPECTRA DECOR
ACTIVATOR

• TESSAROL ACRYLIC VARNISH /
ACRYLIC VARNISH SATIN

• SPEKTRA
DECOR grund

• SPEKTRA DOMFLOK flakes

DECOR TOPAZ
DECOR QUARZ

BUFFING PAD,
SILK, JEANS,
SPONGE,
DENIM, STONE,
DOMFLOK

DECOR RUST
DECOR COPPER

AUXILIARY
PRODUCTS

WISE TIPS

Combining SPEKTRA DOMFLOK and SPEKTRA LATEX MATT enables you to use different decorative techniques.
SPEKTRA DECOR grund ensures excellent adhesion of new coatings to smooth, poorly absorbent surfaces.
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Impregnation

SPEKTRA acrylic impregnation

Evens out surface permeability and improves adhesion
INSTRUCTIONS FOR USE
•

penetrates deep into the
surface

•

strengthens poorly bonded
and chalked old coatings

•

reduces the consumption
of top coatings

AREA OF for impregnation of lime and lime-cement
APPLICATION: surfaces, old chalked plasters and coatings, plastercardboard panels and other porous surfaces, also used
as a primer before levelling with an interior putty or
before applying the first coat of paint. It is also used as a
primer before applying SPEKTRA facade paints.
CONSUMPTION: 1 l of thinned impregnation covers 10 – 12 m²
with 1 coat
THINNING: with water, in the ratio up to 1 : 3,
depending on surface permeability
PACKAGING UNITS: 1 l / 5 l / 10 l
COLOUR SHADES: colourless

Rough levelling

SPEKTRA LEVEL ROUGH

Ready-made rough levelling compound
INSTRUCTIONS FOR USE
•

suitable for manual
application

•

strengthens the surface

•

high level of vapour
permeability

AREA OF for smoothening and levelling of interior wall and ceiling
APPLICATION: surfaces. Suitable as the first levelling coating for surfaces,
such as mineral plasters and concrete, which are consequently
strengthened and prepared for fine leveling with SPEKTRA
LEVEL FINE or for being painted with dispersion paints. Leveling
up to a thickness of 6 mm.
CONSUMPTION: 1.5 – 2 kg/m² is required for 1 × application up to 3 mm thick.
Actual consumption depends on the roughness of the substrate
and thickness of the coating.
THINNING: with water if necessary
PACKAGING UNITS: 25 kg
COLOUR SHADES: white
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Fine levelling

SPEKTRA LEVEL FINE

Ready-made levelling compound
INSTRUCTIONS FOR USE
•

suitable for manual or machine
application

•

easy treatment and sanding

•

high level of vapour permeability

AREA OF for smoothening and levelling out interior wall and ceiling
APPLICATION: surfaces (mineral plasters, concrete, plasterboards), and
for levelling out interior wall paints painted with dispersion paints; highly recommended prior to the application
of decorative coatings (SPEKTRA DOMFLOK) and highly
washable dispersion paints (SPEKTRA LATEX). Leveling
up to a thickness of 2 mm.
CONSUMPTION: 1.5 – 2 kg of putty is needed for 1m² (when applying
two coats in a total thickness of 2 mm). Actual
consumption depends on the roughness of the substrate
and thickness of the coating.
THINNING: with water if necessary
PACKAGING UNITS: 3.5 kg / 8 kg / 25 kg
COLOUR SHADES: white

Pre-coat

SPEKTRA LATEX MATT

High-quality paint for high-wear surfaces and wall decoration
INSTRUCTIONS FOR USE
•

resistant to wet wiping washability class 2 (EN 13 300)

•

easy to clean

•

resistant to chemicals

•

over 1000 shades - HGMIX

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

for painting all types of mineral plasters, fibercement panels, concrete, plaster-cardboard panels,
wall papers made of glass fibers, paper relief
wallpapers and old coatings, hallways, lobbies,
staircases (in kindergartens, school, hospitals) and
other spaces.
1 l covers 14 – 18 m² of surface in 1 coat
with water; max. 5 %
1 l / 2 l / 5 l / 10 l / 15 l (base B1)
white, HGMIX

SPEKTRA DECOR grund

Base coat prior to the application of top decorative coatings
INSTRUCTIONS FOR USE
•

high level of hiding power

•

vapour permeability

•

ensures excellent adhesion of
new coatings to smooth, poorly
absorbent surfaces

•

easy to apply

•

matt appearance

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:
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used as a pigmented primer for interior and
exterior wall surfaces prior to the application of top
decorative coatings; suitable also as an independent
top coating.
1 l covers 10 – 12 m² of surface in 1 coat
with water from 5 to 10 %
2l/5l
white
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SPEKTRA DECOR RUST/COPPER

Appearance of rusty iron or copper patina
INSTRUCTIONS FOR USE
•

authentic appearance of rusty
iron / copper patina

•

various decorative effects

•

unique rustic appearance of
wall surfaces

•

high mechanical resistance

AREA OF
APPLICATION:

CONSUMPTION:

for the protection and decoration of interior wall
surfaces. SPEKTRA DECOR RUST is a water-based
primer which, after application of the oxidizing agent
SPEKTRA DECOR ACTIVATOR, produces a rusty
appearance that is completely similar to iron that
rusts due to exposure to natural weather. SPEKTRA
DECOR COPPER is a water-based primer which,
after application of the oxidizing agent SPEKTRA
DECOR ACTIVATOR, produces a copper patina
appearance. You can also combine the primers
on the same surface to achieve special decorative
effects. Mandatory protection of the coating
with TESSAROL acrylic varnish satin, to stop the
oxidation process.
SPEKTRA DECOR RUST/COPPER: 1 kg
covers 10 – 12 m² of surface in 1 coat
SPEKTRA DECOR ACTIVATOR: 1 kg
covers 7 – 10 m² of surface in 1 coat

THINNING:

SPEKTRA DECOR RUST / COPPER:
The product is ready for application
SPEKTRA DECOR ACTIVATOR:
Do not thin the product

PACKAGING UNITS:
COLOUR SHADES:

SPEKTRA DECOR RUST / COPPER: 1.5 kg
SPEKTRA DECOR ACTIVATOR: 0.5 kg
SPEKTRA DECOR RUST / COPPER: black grey
SPEKTRA DECOR ACTIVATOR:
blue transparent liquid

Top coat

SPEKTRA DOMFLOK VARNISH GLOSS
Glossy appearance of the coating

INSTRUCTIONS FOR USE
•

transparent film

•

high level of washability

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:
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for protection of high-wear interior wall surfaces
painted with dispersion paints in foyers, hallways,
lobbies, staircases (kindergartens, schools, hospitals)
and in other rooms.
1 l covers 6 – 8 m² of surface in 1 coat
ready for use
1l / 2 l
transparent

SPEKTRA DOMFLOK VARNISH SEMI-MATT
Easy to clean with non-abrasive detergents

INSTRUCTIONS FOR USE
•

silky appearance of the coating

•

transparent film

•

high level of washability

•

highly washable
(EN 13 300 - class 1)

AREA OF for protection of high-wear interior wall surfaces
APPLICATION: painted with dispersion paints in foyers, hallways,
lobbies, staircases (kindergartens, schools, hospitals)
and in other rooms.
CONSUMPTION: 1 l covers 6 – 8 m² of surface in 1 coat
THINNING: ready for use
PACKAGING UNITS: 0.65 / 2 l / 15 l
COLOUR SHADES: transparent

SPEKTRA DOMFLOK VARNISH MATT
High-quality protection of dark shades

INSTRUCTIONS FOR USE
•

matt appearance of the coating

•

transparent film

•

high level of washability

•

highly washable
(EN 13 300 - class 1)

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

for protection of dark colour shades on heavily
exposed and dispersion paint covered surfaces on
internal walls in foyers, hallways, lobbies, stairways
(in kindergartens, schools, hospitals).
1 l covers 6 – 8 m² of surface in 1 coat
ready for use
1l / 2 l
transparent

SPEKTRA DOMFLOK VARNISH PERL
Silver gloss appearance of the coating

INSTRUCTIONS FOR USE
•

silky gloss appearance of coating

•

transparent appearance of the film

•

high level of washability

•

easy to clean with
non-abrasive detergents

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
TINTING
COLOUR SHADES:
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for interior wall surfaces in living rooms, foyers,
hallways, lobbies, staircases (public facilities,
hotels, flats, etc.) and in other rooms, suitable
for overcoating high-quality washable dispersion
coatings.
1 l covers
8 (putty knife) – 30 (sponge) m² of surface in 1 coat
water
1l / 2 l
with pigment pastes suitable for water-based paints,
up to 3 %
silver
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SPEKTRA DECOR TOPAZ (gold/silver)

An elegant blend of colours with a metallic reflection
INSTRUCTIONS FOR USE
AREA OF
APPLICATION:

•

highly decorative metallic
reflection effect

•

high mechanical resistance

•

resistant to dirt absorption

•

can be cleaned with water and nonabrasive household detergents

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

decorative protection of interior wall surfaces,
especially in high-wear rooms in private and public
buildings.
1 l covers 6 – 8 m² of surface in 1 coat
with water from 5 to 10 %
1l / 2 l
golden, silver, 28 HGMIX colour shades

DT SILVER

DT 001 S

DT 002 S

DT 003 S

DT 004 S

DT 005 S

DT 006 S

DT 007 S

DT 008 S

DT 009 S

DT 010 S

DT 011 S

DT 012 S

DT 013 S

DT 014 S

DT GOLD

DT 015 G

DT 016 G

DT 017 G

DT 018 G

DT 019 G

DT 020 G

DT 021 G

DT 022 G

DT 023 G

DT 024 G

DT 025 G

DT 026 G

DT 027 G

DT 028 G

SPEKTRA DECOR QUARZ

Velvety flowing final appearance of the film
INSTRUCTIONS FOR USE
AREA OF
APPLICATION:

•

30 colour shades

•

resistance to the effects of
weathering and the harmful
industrial atmosphere

•

high level of water resistance
and vapour permeability

•

can be cleaned with water and
nonabrasive household detergents

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

for the decoration and protection of interior and
exterior wall surfaces; for building new and
renovating old – also historically protected facade
surfaces.
1 l covers 5 – 7 m² of surface in 1 coat
with water from 5 to 10 %
2l
30 HGMIX colour shades

DQ 100

DQ 101

DQ 102

DQ 110

DQ 111

DQ 112

DQ 120

DQ 121

DQ 122

DQ 130

DQ 131

DQ 132

DQ 140

DQ 141

DQ 142

DQ 150

DQ 151

DQ 152

DQ 160

DQ 161

DQ 162

DQ 170

DQ 171

DQ 172

DQ 180

DQ 181

DQ 182

DQ 190

DQ 191

DQ 192
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TESSAROL ACRYLIC VARNISH (GLOSS/SATIN)

Environmentally friendly, quick-drying transparent coating which does not turn yellow
INSTRUCTIONS FOR USE
•

no unpleasant odours

•

thinning with water

•

easy to work with

•

resistance to household
cleaning agent

AREA OF as a finishing coat in the SPEKTRA DECOR RUST
APPLICATION: decorative technique.
CONSUMPTION: 1 l covers 8 – 10 m² of surface in 1 coat
THINNING: water
PACKAGING UNITS: 0.75 l
COLOUR SHADES: transparent

Auxiliary products

SPEKTRA DOMFLOK flakes

Livelier appearance of interior wall surfaces
INSTRUCTIONS FOR USE
•

component of the multi-colored
decorative system SPEKTRA
Domflok

•

numerous colour combinations

AREA OF
APPLICATION:

CONSUMPTION:
PACKAGING UNITS:
COLOUR SHADES:

mixing in with SPEKTRA DOMFLOK VARNISH for the
decoration of interior wall surfaces in halls, lobbies,
waiting rooms, staircases in public and residential
buildings.
50 – 75 g of flakes is sufficient for 1 l of the
SPEKTRA DOMFLOK
50 g
13 colour shades

SPEKTRA DECOR grund

L/90

L/80

L/70

L/71

L/61

L/51

L/42

L/40

L/30

L/20

L/10

L/50

L/43

Base coat prior to the application of top decorative coatings
INSTRUCTIONS FOR USE
•

high level of hiding power

•

vapour permeability

•

ensures excellent adhesion of
new coatings to smooth, poorly
absorbent surfaces

•

easy to apply

•

matt appearance

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:
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used as a pigmented primer for interior and
exterior wall surfaces prior to the application of top
decorative coatings; suitable also as an independent
top coating.
1 l covers 10 – 12 m² of surface in 1 coat
with water from 5 to 10 %
2l/5l
white
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WISE TIPS

When renovating wall surfaces, it is common to encounter stains that cannot be covered using water-based interior
wall paint. Such stains are caused by water spills or seepage, writing and drawing on the walls, spilled food, smoking,
heating etc. Such stains share the feature of being soluble in water, which means that during the process of curing,
water also brings them to the surface.
SPEKTRA ANTINICOTINE PAINT is made on the basis of resins, dissolved in an odourless solvent, in which the listed
stains are not soluble and, consequently, well blocked by the coating. SPEKTRA ANTINICOTINE PAINT is distinguished
by its excellent penetration into the surface as well as its impregnation capacity, which is why it also offers excellent
adhesion onto a variety of surfaces. Due to excellent coverage, it can also be used as the finishing coating.
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1.5 PAINTS FOR SPECIAL PURPOSES
PURPOSE
SYSTEM

STEP 1

STEP 2

STEP 3

STEP 4

(as required)

ACTIVE AIR

Breaks down
formaldehyde
and cleans the air

• SPEKTRA acrylic impregnation

• SPEKTRA LEVEL ROUGH

• SPEKTRA LEVEL FINE

• SPEKTRA Active Air

(as required)

TermoTop

Isolates from the inside

• SPEKTRA acrylic impregnation

• SPEKTRA NOTRANJI KIT TERMO

• SPEKTRA LEVEL FINE

• SPEKTRA Termo Top

• SPEKTRA acrylic impregnation

• SPEKTRA Magnetic

• SPEKTRA LATEX MATT

• SPEKTRA DOMFLOK VARNISH

• SPEKTRA LEVEL MEDIUM
• SPEKTRA LEVEL FINE

• SPEKTRA
Kitchen & Bathroom

Magnetic

(as required)

Kitchen & Bathroom

High vapor permeability
Prevents the formation of
mold and algae

• SPEKTRA acrylic impregnation

• SPEKTRA LEVEL ROUGH

ANTIMICROBIAL
PAINT

Prevents the formation of
mold and algae

• SPEKTRA
ANTIMICROBIAL PAINT
(as required)

ANTI-NICOTINE
PAINT

Covers
water-soluble
stains

• SPEKTRA
ANTINICOTINE
PAINT white

• SPEKTRA LATEX SEMI-MATT
• SPEKTRA LATEX MATT
• SPEKTRA PREMIUM
• SPEKTRA Extra

• SPEKTRA LEVEL FINE
(for the final putty coats)

• SPEKTRA LATEX SEMI-MATT
• SPEKTRA LATEX MATT
• SPEKTRA PREMIUM
• SPEKTRA Extra

EMA

Absorbs
electro-magnetic
radiation
* available to order

• SPEKTRA acrylic impregnation

• SPEKTRA EMA *
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* available to order

Interior walls

1. INTERIOR WALLS

Impregnation, putties, paints,
special coatings

1. INTERIOR WALLS

Step 1

SPEKTRA acrylic impregnation

Evens out surface permeability and improves adhesion
INSTRUCTIONS FOR USE
•

penetrates deep into the surface

•

strengthens poorly bonded
and chalked old coatings

•

reduces the consumption
of top coatings

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

for impregnation of lime and lime-cement
surfaces, old chalked plasters and coatings, plastercardboard panels and other porous surfaces, also
used as a primer before levelling with an interior
putty or before applying the first coat of paint. It is
also used as a primer before applying SPEKTRA
facade paints.
1 l of thinned impregnation covers 10 – 12 m²
with 1 coat
with water, in the ratio up to 1 : 3,
depending on surface permeability
1 l / 5 l / 10 l
colourless

Step 2

SPEKTRA LEVEL ROUGH

Ready-made rough levelling compound
INSTRUCTIONS FOR USE
•

suitable for manual application

•

strengthens the surface

•

high level of vapour permeability

AREA OF for smoothening and levelling of interior wall and
APPLICATION: ceiling surfaces. Suitable as the first levelling coating
for surfaces, such as mineral plasters and concrete,
which are consequently strengthened and prepared
for fine leveling with SPEKTRA interior putty fine or
for being painted with dispersion paints. Leveling up
to a thickness of 6 mm.
CONSUMPTION: 1.5 – 2 kg/m² is required for 1 × application up to
3 mm thick. Actual consumption depends on the
roughness of the substrate and thickness of the
coating.
THINNING: with water if necessary
PACKAGING UNITS: 25 kg

SPEKTRA INTERIOR PUTTY - TERMO

COLOUR SHADES: white

For overcoming thermal bridges

INSTRUCTIONS FOR USE
•

decreases the cost of heating/
cooling energy sources

•

prevents the formation of
condensation and mould

•

creates healthy living conditions

•

long-lasting effect

•

easy to apply

AREA OF a functional priming coat based on hollow glass
APPLICATION: spheres which effectively block the loss of heat
through internal wall and ceiling surfaces. As a
finishing coat, you can use any of the SPEKTA coating
systems.
CONSUMPTION: 1 l/m² required for a 2-coat application
THINNING: not required
PACKAGING UNITS: 5 l / 15 l
COLOUR SHADES: white
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SPEKTRA Magnetic

Interior priming wall paint with magnetic characteristics
INSTRUCTIONS FOR USE
•

contains a special ferromagnetic
substance

•

enable you to stick magnets
directly onto wall surfaces

•

enable you to easily attach
drawings, posters, messages,
notes, etc., without damaging
the wall

•

creative approach to the creation of
a magnetic wall surface

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

all types of impregnated surfaces, such as: interior
mineral plasters, fiber-cement panels, concrete, plaster
and cardboard panels, and pre-painted wall surfaces
in apartments, kindergartens, schools, offices, stores
and bars. SPEKTRA LATEX MATT/SEMI-MATT in the
selected shade over the magnetic coating.
As the final decorative coating, we recommend using
high quality interior wall paint such as SPEKTRA
Latex matt/semi-matt, which are resistant to washing
and scratching, and enable a wide selection of color
shades in the HGMIX mixing system.
with 1 kg and 3 coats, you can cover
1.5 m² of wall surface
not to be thinned
2 kg / 5 kg
black

SPEKTRA EMA *

Absorbs electromagnetic radiation
INSTRUCTIONS FOR USE
•

a primer that absorbs up to 90 % of
EMR in a wide frequency range

•

enables a long-term protection of
the living area from the harmful
effects of EMR

•

decreases the negative effects of
EMR on living organisms and the
environment

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:

for the protection of internal and facade wall
surfaces. It significantly reduces exposure to high
frequency radiation from mobile base stations,
television and radio transmitters, wireless networks,
cordless phones and other high frequency devices.
It is suitable for the protection of interior and exterior
wall surfaces that are directly exposed to the source
of electromagnetic radiation, especially in rooms
such as children's rooms and bedrooms, and living
rooms in kindergartens, schools, hospitals, military
facilities, etc.
approx. 10 – 13 kg per 1m² in 3 coats
not to be thinned

PACKAGING UNITS:

25 kg

COLOUR SHADES:

black

* available to order
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Step 3

SPEKTRA LEVEL FINE

Ready-made levelling compound
INSTRUCTIONS FOR USE
•

suitable for manual or machine
application

•

easy treatment and sanding

•

high level of vapour permeability

AREA OF for smoothening and levelling out interior wall and ceiling
APPLICATION: surfaces (mineral plasters, concrete, plasterboards), and
for levelling out interior wall paints painted with dispersion paints; highly recommended prior to the application
of decorative coatings (SPEKTRA DOMFLOK) and highly
washable dispersion paints (SPEKTRA LATEX). Leveling
up to a thickness of 2 mm.
CONSUMPTION: 1.5 – 2 kg of putty is needed for 1m² (when applying
two coats in a total thickness of 2 mm). Actual
consumption depends on the roughness of the
substrate and thickness of the coating.
THINNING: with water if necessary
PACKAGING UNITS: 3.5 kg / 8 kg / 25 kg

SPEKTRA LATEX MATT

COLOUR SHADES: white

High-quality paint for high-wear surfaces and wall decoration

INSTRUCTIONS FOR USE
•

resistant to wet wiping washability class 2 (EN 13 300)

•

easy to clean

•

resistant to chemicals

•

over 1000 shades - HGMIX

AREA OF
APPLICATION:

for painting all types of mineral plasters, fibercement panels, concrete, plaster-cardboard panels,
wall papers made of glass fibers, paper relief
wallpapers and old coatings, hallways, lobbies,
staircases (in kindergartens, school, hospitals) and
other spaces.

CONSUMPTION:

1 l covers 14 – 18 m² of surface in 1 coat

THINNING:

with water; max. 5 %

PACKAGING UNITS:

1 l / 2 l / 5 l / 10 l / 15 l (base B1)

COLOUR SHADES:

white, HGMIX

SPEKTRA LEVEL MEDIUM

Ready-made medium fine levelling compound
INSTRUCTIONS FOR USE
•

it fills up the unevenness of
concrete and plastered walls better
and with lower shrinkage

•

easy sanding

•

easy application

•

suitable for manual
and machine application

AREA OF
APPLICATION:

CONSUMPTION:

THINNING:
PACKAGING UNITS:
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smoothening and levelling out surfaces, such as mineral plasters, concrete, plaster panels, and for levelling
out interior wall and ceiling surfaces painted with dispersion paints. Leveling up to a thickness of 4 mm.
1.5 – 2 kg of putty is needed for 1m² (when applying two
coats in a total thickness of 2 mm). Actual consumption
depends on the roughness of the substrate and thickness
of the coating.
with water if necessary
25 kg

SPEKTRA ANTINICOTINE PAINT

High-quality paint which covers and isolates stains.
INSTRUCTIONS FOR USE
•

based on non-aromatic solvents

•

no aggressive smell

•

resistant to wet wiping washability class 2 (EN 13 300)

•

easy to apply

AREA OF the decoration and protection of interior wall and ceiling
APPLICATION: surfaces. Covers and isolates stains resulting from
smoking, water leakage, tar, different oils, fire, etc.
For painting all types of mineral plasters, fiber-cement
panels, concrete, plaster-cardboard panels, wall papers
made of glass fibers, paper relief wallpapers and old
coatings, hallways, lobbies, staircases (in kindergartens,
school, hospitals) and other spaces.
CONSUMPTION: 1 l covers 6 – 10 m² of surface in 1 coat
THINNING: ready for use
PACKAGING UNITS: 0.75 l / 2.5 l / 20 l
COLOUR SHADES: white

Step 4

SPEKTRA ACTIVE AIR

High-quality, technologically innovative interior wall paint
INSTRUCTIONS FOR USE
•

decomposes up to 98% of harmful
formaldehyde in the air within
24 hours of its application

•

creates healthy living conditions

•

excellent hiding power

•

long-lasting effect

•

resistant to wet wiping – washability
class 1 (EN 13 300)

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

for the decorative protection of interior wall and
ceiling surfaces in apartments and public buildings.
Thanks to its extraordinary air-purifying function, it is
especially suitable for kindergartens, schools, health
institutions, retirement homes and all spaces people
frequent or spend a lot of time in.
1 l covers 14 – 18 m² of surface in 1 coat
with water; when applying with a roller or a brush
up to 10 %, when spraying up to 20 %
2l / 5l
white, HGMIX

SPEKTRA Termo Top

High-coverage, thermal insulation interior wall paint
INSTRUCTIONS FOR USE
•

contains hollow fillers which form
a thermal barrier, thanks to which
the surface is warmer and more
pleasant to the touch

•

saves energy for heating,
cooling and lighting spaces

•

regulates moisture in the room

•

prevents the growth of mold

AREA OF for painting all types of mineral plasters, fibre-cement
APPLICATION: panels, concrete, plaster-cardboard panels, wall
papers made of glass fibres, paper relief wallpapers
and old coatings.
CONSUMPTION: 1 l covers 6 – 8 m² of wall surface in 1 coat
THINNING: with water to up to 5 %
PACKAGING UNITS: 5 l
COLOUR SHADES: white, HGMIX
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SPEKTRA DOMFLOK VARNISH GLOSS
Glossy appearance of the coating

INSTRUCTIONS FOR USE
•

transparent film

•

highly washable according
to EN 13 300 - class 1

AREA OF
APPLICATION:

for protection of high-wear interior wall surfaces
painted with dispersion paints in foyers, hallways,
lobbies, staircases (kindergartens, schools, hospitals)
and in other rooms.

CONSUMPTION:

1 l covers 6 – 8 m² of surface in 1 coat

THINNING:

ready for use

PACKAGING UNITS:

1l / 2 l

COLOUR SHADES:

transparent

SPEKTRA DOMFLOK VARNISH SEMI-MATT
Easy to clean with non-abrasive detergents

INSTRUCTIONS FOR USE
•

silky appearance of the coating

•

transparent film

•

high level of washability

•

high level of washability
(EN 13 300 - class 1)

AREA OF
APPLICATION:

for protection of high-wear interior wall surfaces
painted with dispersion paints in foyers, hallways,
lobbies, staircases (kindergartens, schools, hospitals)
and in other rooms.

CONSUMPTION:

1 l covers 6 – 8 m² of surface in 1 coat

THINNING:

ready for use

PACKAGING UNITS:

0.65 / 2 l / 15 l

COLOUR SHADES:

transparent

SPEKTRA DOMFLOK VARNISH MATT
High-quality protection of dark shades

INSTRUCTIONS FOR USE
•

matt appearance of the coating

•

transparent film

•

high level of washability

•

high level of washability
(EN 13 300 - class 1)

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:
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for protection of dark colour shades on heavily
exposed and dispersion paint covered surfaces on
internal walls in foyers, hallways, lobbies, stairways
(in kindergartens, schools, hospitals).
1 l covers 6 – 8 m² of surface in 1 coat
ready for use
1l / 2 l
transparent

Impregnation, putties, paints,
special coatings

SPEKTRA Kitchen & Bathroom

Special interior wall paint for rooms where more steam is generated
INSTRUCTIONS FOR USE
•

biocide protection of film

•

prevents the formation
of condensation

•

prevents mould

•

pleasant smell – pine tree

•

excellent hiding power

•

resistant to dry wiping –
washability class 5 (EN 13 300)

AREA OF especially for kitchens, bathrooms, laundry rooms,
APPLICATION: drying rooms etc., in which increased steam can
cause the development of harmful microorganisms.
CONSUMPTION: 1 l covers 8 – 12 m² of surface in 1 coat
THINNING: with water to up to 10 %
PACKAGING UNITS: 2 l / 5 l
COLOUR SHADES: white

SPEKTRA ANTIMICROBIAL PAINT
Excellent antimicrobial action

INSTRUCTIONS FOR USE
•

based on non-aromatic solvents

•

excellent insulation of
water-soluble stains

•

resistant to wet wiping washability class 2 (EN 13 300)

AREA OF for painting all types of mineral plasters, fibre-cement
APPLICATION: panels, concrete, plaster-cardboard panels, wall
papers made of glass fibres, paper relief wall papers
and old coatings in the rooms with an increased
danger for the development of mould and algae (food
industry and crafts facilities: restaurants, dairies,
breweries, bakeries, canteens, etc.).
CONSUMPTION: 1 l covers 8 – 10 m² of surface in 1 coat
THINNING: ready for use
PACKAGING UNITS: 20 l
COLOUR SHADES: white

SPEKTRA LATEX SEMI-MATT

High-quality paint for high-wear surfaces in hospitals and public institutions
INSTRUCTIONS FOR USE
•

resistant to wet wiping washability class 1 (EN 13 300)

•

easy to clean

•
•

AREA OF painting and the protection of all types of putty, plasterAPPLICATION: cardboard panels, all types of carpets and old coatings.
It is recommended for use in health institutions and on
surfaces subject to frequent cleaning (stairways, kindergartens, schools), where walls are cleaned very often.

resistance to disinfectants
resistant to chemicals

CONSUMPTION: 1 l covers 12 – 16 m² of surface in 1 coat
THINNING: with water; max. 10 %
PACKAGING UNITS: 2 l / 5 l / 10 l
COLOUR SHADES: white, HGMIX (pastel shades)
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SPEKTRA LATEX MATT

High-quality paint for high-wear surfaces and wall decoration
INSTRUCTIONS FOR USE
•

resistant to wet wiping washability class 2 (EN 13 300)

•

easy to clean

•

resistant to chemicals

•

over 1000 shades - HGMIX

AREA OF
APPLICATION:

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:

for painting all types of mineral plasters,
fiber-cement panels, concrete, plaster-cardboard
panels, wall papers made of glass fibers, paper
relief wallpapers and old coatings, hallways, lobbies,
staircases (in kindergartens, school, hospitals) and
other spaces.
1 l covers 14 – 18 m² of surface in 1 coat
with water; max. 5 %
1 l / 2 l / 5 l / 10 l / 15 l (base B1)
white, HGMIX

SPEKTRA PREMIUM
Resistant to wet wiping

INSTRUCTIONS FOR USE
AREA OF
APPLICATION:

•

excellent hiding power

•

resistant to wet wiping washability class 2 (EN 13 300)

•

over 10.000 shades - HGMIX

•

health- and environmentally friendly

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:
TINTING:

for painting all types of mineral plasters, fibrecement panels, concrete, plaster-cardboard panels,
wallpapers made of glass fibres, paper relief
wallpapers and old coatings.
1 l covers 10 – 14 m² of surface in 1 coat
with water from 5 to 10 %
white: 15 l
HGMIX: 2 l / 5 l / 10 l / 15 l
white, HGMIX
with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting.

SPEKTRA Extra

Extreme hiding power wall paint
INSTRUCTIONS FOR USE
AREA OF
APPLICATION:

•

excellent hiding power,
matt appearance

•

nice, smooth colour film

•

resistant to wet wiping washability class 3 (EN 13 300)

•

easy to apply

•

high vapor permeability

•

health- and environmentally friendly

•

over 10.000 shades - HGMIX

CONSUMPTION:
THINNING:
PACKAGING UNITS:
COLOUR SHADES:
TINTING:
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for painting all types of mineral plasters, fibrecement panels, concrete, plaster-cardboard panels,
wall papers made of glass fibres, paper relief
wallpapers and old coatings.
1 l covers 10 – 14 m² of surface in 1 coat
with water from 5 to 10 %
HGMIX: 2 l / 5 l / 10 l / 15 l (B1)
white, HGMIX
with pigment pastes suitable for water-based paints,
up to 3 %, and with dispersion paints suitable for
tinting.
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SPEKTRA
LATEX SEMI-MATT

class 1

class 1

semi-matt

14 – 18

HGMIX *

medium

A+

2 / 10

YES

IIA(a),5

YES

SPEKTRA
LATEX MATT

class 2

class 2

matt

14 – 18

HGMIX

high

A+

1/2/5/
10 / 15

partial

IIA(a),9

YES

SPEKTRA
PREMIUM

class 2

class 2

matt

10 – 14

HGMIX

high

A+

2 / 5 / 10 / 15

IIA(a),9

YES

SPEKTRA
Extra

class 3

class 2

matt

10 – 14

HGMIX

high

A+

2 / 5 / 10 / 15

IIA(a), 22

YES

SPEKTRA
SUPER

class 4

class 1

matt

8 – 12

white

high

A+

15

IIA(a),9

YES

SPEKTRA
Perfect White

class 5

class 2

matt

8 – 12

extremely
white

high

5 / 15

IIA(a), 1

YES

SPEKTRA
Classic Plus

class 5

class 3

matt

8 – 12

HGMIX*

high

2 / 5 /10 / 15

IIA(a), 1

YES

COLOR
WALL PAINT

class 5

class 3

matt

8 – 12

HGMIX*

high

5 / 14

IIA(a), 8

YES

A+

PAINTS OR COATINGS FOR SPECIAL PURPOSES
SPEKTRA
Active Air

class 1

class 1

matt

14 – 18

HGMIX *

medium

SPEKTRA
DOMFLOK
VARNISH

class 1

transparent

gloss,
semi-matt,
matt

6 – 8**

transparent

SPEKTRA
ANTINICOTINE
PAINT white

class 2

class 2

matt

8 – 10

SPEKTRA
ANTIMICROBAL
PAINT white

class 2

class 2

matt

SPEKTRA
Kitchen&Bathroom

class 4

class 2

SPEKTRA
Termo Top

class 3

class 2

SPEKTRA
Magnetic (PAINT)

class 5

SPEKTRA 2K epoxy
paint for concrete

class 1

SPEKTRA ACRYLIC
PAINT FOR CONCRETE

class 1

A+

2/5

YES

IIA(a),1

YES

medium

2/
semi-matt 15

YES

IIA(l), 80

YES

white

medium

0.75 / 2.5 /
20

IIA(g), 350

NO

8 – 10

white

medium

20

IIA(g), 350

NO

matt

8 – 12

white

high

2 / 5 kg

IIA(a), 9

YES

matt

8 – 10

HGMIX

high

5

IIA(a), 20

YES

matt

1.5 kg / 3
coats

BLACK

high

2 / 5 kg

IIA(l),70

YES

class 1

semi-matt

6–8

white, grey

low

10 / 20 kg

YES

IIA(j), 82

YES

class 1

semi-matt

6–8

HGMIX, RM

medium

SN: 0.65 /
4 / 10
HGMIX: 2 / 4

YES

IIA(i), 90

YES

*light or pastel shades (base B1) are available
WASHABILITY
according to
EN 13300
class 1

thickness of the rubbed coating
or paint at the prescribed number rubbed
< 5 μm of rubbed film at 200 cycles of rubbing

class 2

≥ 5 µm and < 20 µm of rubbed film at 200 cycles of rubbing

class 3

≥ 20 µm and < 70 µm of rubbed film at 200 cycles of rubbing

class 4

< 70 µm of rubbed film at 40 cycles of rubbing

class 5

≥ 70 µm of rubbed film at 40 cycles of rubbing

Washability or durability of the coating for repeated cleaning depends on the
resistance to wet rubbing. Class 1 means the highest degree of resistance to wet
rubbing.

**consumption depends on the decorative techniques

HIDING POWER (according to EN 13300)
class 1

≥ 99.5

class 2

≥ 98 and < 99.5

class 3

≥ 95 and < 98

class 4

< 95

Classification is based on the declared
paint consumption in m²/l

The colours are classified according to their hiding power in different
classes, where class 1 marks the best possible hiding power.
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